GAGE Architectural Products
Suggested Specification Guidelines for GageWoven
Specifying GageWoven is a simple process. Follow the guidelines listed below. Complete architectural (Technical) specifications and installation guidelines can be downloaded from our website at www.gagecorp.net or contact the factory.

Item:

Gage Vertical Surfacing (GVS) - GageWoven
Design:
      

Enter specified design, i.e. GW 900 (Escalator)


.
Metal:

      *

Size:

 FORMCHECKBOX 
 48” x 96” (122 cm x 244 cm)      FORMCHECKBOX 
 Other:      
Refer to the matrix on page 19 of our brochure for optimum size of sheet goods by design.  Specify width (horizontal) and height (vertical).  Made to order panels (System CPS) are available in sizes up to 48” x 96”.
Topcoat:
 FORMCHECKBOX 
 Clear Gloss    FORMCHECKBOX 
 Uncoated     FORMCHECKBOX 
 Other:      
Copper alloys (C, CB, NB) require a protective topcoat or they are subject to oxidation.  Specify clear topcoat on all copper alloys unless you want the metal to patina naturally.
System:
 FORMCHECKBOX 
 Fabrication by installer     FORMCHECKBOX 
 CPS     FORMCHECKBOX 
 USS     FORMCHECKBOX 
 HTS     FORMCHECKBOX 
 ETS
 FORMCHECKBOX 
 Custom System by Gage 

When specifying system CPS with an open mesh design, be sure to indicate material for the background:

 FORMCHECKBOX 
 Black laminate    FORMCHECKBOX 
 Brushed aluminum 

 FORMCHECKBOX 
 Custom color or material for the background:       
Refer to page 14 of the brochure.

*Specify metal finish(es) as required. Refer to the matrix on page 19 of our brochure. When specifying two metal finishes, keep in mind that the secondary metal (copper alloy) is typically available in the horizontal direction (W dimension). For example, design GW 909 (St. Paul) specified as C/SS would indicate a copper wire in the horizontal direction (width “W” dimension) and the stainless steel wire would be in the vertical direction (height “H” dimension).
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